CONCRETE COLLAR WITH FIBER MESH
REINFORCEMENT APWA 03 20 00
(CONCRETE REINFORCING)

1" R ON CORNERS OF o A D&L 1180 OR EQUIVALENT MANHOLE
CONCRETE COLLAR 2-3 . FRAME AND LID RECESSED 1/4" BELOW
FINISHED GRADE WHICH READS "SEWER",
FINISH GRADE —~_ | "STORM DRAIN", "WATER", OR "IRRIGATION"

12" COMPACTED . AS APPROPRIATE (SEE NOTE 9)
UNTREATED BASE COARSE \

8" CONCRETE MANHOLE COLLAR

MINIMUM OF ONE 4" OR 6" PRECAST
CONCRETE GRADE RING REQUIRED
(TWO GRADE RINGS MAXIMUM)

2"

3

PRECAST CONCRETE
ECCENTRIC CONE SECTION

PRECAST CONC. SECTION =
FURNISHED IN 12", 24", 36" AND \

48" HEIGHTS AS REQUIRED ALL WEATHER BUTYL SEALANT IN

ROPE FORM AT ALL JOINTS, SEAL ALL

LIFT HOLES WITH NON-SHRINK GROUT

4'TO6'

PRECAST CONCRETE
BASE SECTION \ »

g: ig; gg: :B PSX DIRECT BOOT OR
7" FOR 72" 1.D. APPROVED EQUIVALENT

APPROVED EQUAL

/— FORSHEDA PIPE LEAD-IN OR

6" COMPACTED UNTREATED
BASE COURSE

GROUT OVER ANY LIP ON
THE INSIDE OF MANHOLE

NOTES:

1. USE 4'|.D. MANHOLES FOR MAIN LINES LESS THEN 18" IN DIAMETER; 5' I.D. MANHOLES FOR MAIN LINES 18" TO 30" IN DIAMETER, AND 6' I.D. FOR
MAIN LINES GREATER THAN 30" IN DIAMETER.

FLAT LIDS MAY BE USED IN LIEU OF ECCENTRIC CONES WHERE NECESSARY. FLAT LIDS SHALL BE OF ECCENTRIC DESIGN AND MEET H20 LIVE
LOADING. NO FLAT RING AND COVERS WILL BE ALLOWED UNLESS APPROVED BY CITY ENGINEER OR HIS/HER DESIGNEE.

MANHOLE RIMS PLACED IN FIELDS SHALL HAVE SOLID LIDS AND BE BURIED 2 FEET DEEP.

MANHOLE RIMS OUT OF STREETS SHALL BE PLACED 4 INCHES ABOVE GRADE.

CONCRETE COLLAR AND RIM SHALL BE INSTALLED 1/4" BELOW PAVEMENT SURFACE AFTER THE 1 YEAR PRESERVATION COAT.

MANHOLE COLLARS AND RINGS SHALL BE PROTECTED BY A COVERING DURING A SEAL COAT.

STORM MANHOLES MAY HAVE FLAT BOTTOMS IN THE BASES.

CONCRETE COLLAR SHALL BE PLACED AFTER THE 1 YEAR PRESERVATION COAT WHEN APPLICABLE.

IN PAVED AREAS WITH A SLOPE GREATER THAN 5% USE AN EJIW 3624 TWIST BASE OR APPROVED EQUIVALENT.

ALL STORM DRAIN MANHOLES CONNECTED TO STORM DRAIN INLETS SHALL HAVE A FLAT BOTTOM WITH 18" MIN. FROM FLOW LINE TO BOTTOM
OF BOX.

11. ALL STORM DRAIN MANHOLES NOT CONNECTED TO AN INLET BOX SHALL HAVE A TROUGH.
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